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Abstract: With foil bearings, rotors achieve high rotational speeds with less friction and wear. In
addition, here the required space is small and no peripheral components like liquid tanks or pumps
are needed. The drawback is a more complex prediction of the real behavior in rotordynamic
systems. Impedance test rigs are suitable for investigating the structural-dynamic bearing properties
and for validating the theoretical models. This article presents and discusses the measurement of
dynamic behavior, i.e., stiffness and damping coefficients, of the structure of a leaf type bearing with
undersprings. These measurements include variations in static load due to the relative displacement
of the bearing and shaft as well as an attempt to explain the noticed anisotropic behavior of the
bearing. This article also shows how much a controlled excitation improves the comparability across
the frequency band. For this purpose, a test rig is presented that has been further developed in
comparison to known literature approaches. The results show, that the loss factors of the examined
bearing structure are up to 4 times bigger below lift-off compared to the operation at 60,000 rpm.
Furthermore, the movement amplitudes and the static loads have a great influence on the stiffness
and the damping.

Keywords: dynamic coefficients; stiffness; damping; non-rotating; leaf type bearing; non-linear;
distortion factor; controlled excitation; test rig

1. Introduction

Aerodynamic foil bearings are increasingly becoming the focus of mobile applications.
Drives with fuel cells require high-speed compressors for the intake air. The range of
applications in the automotive industry opens up a mass market. Validated applications
in turbochargers [1] or in the environmental control system of a Boeing aircraft [2] show
good characteristics of the bearings with respect to wear, friction and space requirements.
There is no need of fluids and additional devices like oil pumps or tanks. This results in
low weights and low costs. However, the biggest disadvantage is the low load-capacity
compared to oil lubricated bearings [3]. Therefore, scientists worldwide are researching
new bearing designs and looking for improved theoretical models. One concept is the
(multi) leaf type bearing, initially developed by Garrett Corporation (USA) [4]. It consists
of circular arranged foils, each one bracing direct neighbors. The overall structure is point
symmetric. To improve the load-bearing capacity researchers like Heshmat [5], Arakere [6],
Silver and Wenban [7], Du et al. [8] or Duan et al. [9] increased the foil stiffness by adding a
backing structure below the “leafs”. The design varies from nearly undeformed foils [7] to
bumps [9] or jagged stripes [5,8].

While some concepts can be described with simpler models but lead to less stiffness
improvement, others are much more complex but still promising in regard to stiffness
improvement. Heshmat and Heshmat describe for example a theoretical approach to
design leaf-type bearings with above mentioned stripes. This includes predictions about
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the amount of foils, the right compliance and several other operation parameter [5]. Arakere
uses a similar method in [6]. Unfortunately, comprehensive experimental data for leaf-type
bearings is missing. Duan et al. discuss mainly the production of leaf-type and bump-type
foils for an ø 25 mm bearing. The stiffness of their bearing, calculated from quasi-static
force-displacement tests, is between app. 0.9 N/µm for small deflections and goes up to
13.8 N/µm for app. 100 µm shaft displacement [9]. Li et al. explored the influence of
structural parameters like the foil thickness, the free foil radius, the foil overlapping ratio
and the radial clearance on the load capacity. The tests carried out consisted of a variation
in static load on the rotor and the measurement of the shaft eccentricity. Backing structures
were not used [10].

A central question with foil bearings is: How to measure the dynamic behavior in-
cluding the damping? Many scientific work groups use the impedance test rig based on
the concept proposed by Childs et al. [11] to observe the frequency-dependent stiffness
k and damping c of the foil structure. It consists of two orthogonal measurement axes,
each containing an electromagnetic shaker and also sensors to measure acceleration, force
and displacement. From the measured data 4 direct and 4 cross-coupled coefficients are
calculated (4 × 4 matrix for stiffness and 4 × 4 matrix for damping) [11]. The representa-
tion of damping and stiffness curves in a qualitative format will mainly be used for the
comparison of the experimental results with the numerical structure models. It is also
common to present the results as loss factor as input for rotor dynamic simulations [12]:

γ =
Ω·c

k
=

Ω·
(
cxx + cyy

)
kxx + kyy

(1)

San Andrés and Chirathadam used a test rig with rotating shaft to investigate a
metal mesh bearing. They excited the bearing with a sweep sine and showed an inversely
proportional relation between stiffness and motion amplitude. However, the average
loss factor remained at app. 1 [12]. In another experiment San Andrés and De Santiago
used harmonic input signals (single frequency) to achieve maximum shaker efficiency
and to lower the error in post-processing due to the higher amplitudes in their oil-film
bearing. Applying linear models to non-linear systems is actually only reliable for small
movements [13]. The same method was used by Heshmat and Ku to observe the dynamic
behavior on their test rig with non-rotating shaft and a controllable static loading device.
Their theoretical and experimental results of a bump-type bearing showed a decrease in
direct stiffness and damping coefficients with increasing motion amplitude [14]. Rudloff
et al. [15] as well as Delgado [16] determined dynamic coefficients at high speeds of an ø
38.1 mm bump-type bearing [15] and a relative big (ø 110 mm) hybrid bearing (combination
of hydrostatic and hydrodynamic film pressure) [16]. Rudloff et al. tried to keep a constant
excitation force because the coefficients of the investigated bearing were strongly dependent
on the frequency and the amplitude of movement. The frequency band investigated ranged
from 100 to 600 Hz [15]. Feng et al. focused on the material properties of a combined bump-
mesh-type bearing. Therefore the shaft was fixed (non-rotating) and only one measuring
axis was used. The calculated loss factor ranged between app. 0.2 and app. 0.6 [17]. A
more detailed examination of bump-foils itself has been made by Salehi et al. The foil was
mounted in the center of a test rig and dynamically loaded via a shaker. It has been shown
that the damping depends mainly on the vibration frequency, the motion amplitude and
the applied load [18].

This paper presents and discusses stiffness and damping coefficients of a leaf-type
bearing structure with undersprings. The test parameters are inspired by the above-
mentioned publications in order to cover the most important influences, i.e., variation of
the static load, variation of the motion amplitude and the effect of a force- or a displacement-
controlled excitation. The usually neglected non-linear components are quantified here
via the distortion factor in order to make statements about the comparability of the results
with each other.
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2. Materials and Methods
2.1. Test Rig Description

The aim of our research is to focus on the observation of the structural behavior of the
foils while disregarding the influence of the lubricant. Usually such tests are performed on
test rigs that can also be operated with rotating shafts, as the above mentioned publications
show. Therefore, several (auxiliary) bearings and an engine are required. So even if the
engine is switched off, the total assembly effects the dynamic behavior of the test bearing.
For this reason, the test rig developed and used for our investigations is limited to the
essentials: A compact and non-rotating journal mounted on a vibration isolated table
(Figure 1). The axis of the journal points in the direction of gravity. This enables to apply
any static load, even 0 N without the need of any counter weight. Step strings hold
the bearing in order to avoid friction between the outer side of the test bearing and the
journal. This pendulum-like mounting guaranties a fixed axial position and allows the
bearing to move in radial directions freely. Usually it is achieved with “squirrel cages” or
small sticks, which influence the measured stiffness and damping much more [13]. Long
strings, on the other hand, do not generate damping, do not transmit bending moments
or do not increase the system stiffness in radial directions. In order to minimize static
loads due to misalignment, the pendulum center is oriented by plumbing. Similar to
impedance test rigs reported in the literature, electromagnetic shakers (K2007E01 PCB
Piezotronics Inc., Depew, NY, USA) are connected via 3 turnbuckles to a separate frame.
In contrast to rubber mountings, this guaranties a stiff and repeatable vertical alignment
while isolating the shaker from vibrations in working direction (low eigenfrequency of
the shaker mounting). The plunger coils of the shakers are connected via stingers and
impedance heads (288D01 PCB Piezotronics Inc., Depew, NY, USA) to the test bearing.
The working resp. measuring axes are placed orthogonal to each other. Instead of drilling
holes in the bearing ring or using clamps, the components are linked to the bearing with
glued blocks. This avoids deformation of the ring by pre-stresses (clamps) or destructive
treatments (holes). Furthermore, the experimentalist can place the blocks freely and re-glue
them in small angular steps. The very stiff adhesive DMS X60 has proven to be particularly
suitable for this application. Positioning is done with a template.

Figure 1. Design of test rig (the dead weights are further away from center than shown: app. 1 m).

An important difference to reported impedance test rigs is the combination of the
force and acceleration sensors. Usually the accelerometer is placed on the opposite side
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of the bearing ring to align it in the same measuring axis as the force sensor. For this
configuration, the bearing ring has to be fully rigid and all mounting planes have to be
perfectly parallel to each other. Small deviations inevitably lead to higher measuring errors.
A combined sensor minimizes this effect and makes the installation of new test bearings
easier. Nevertheless, there are still two identical impedance heads on the opposite side to
maintain symmetry. For space reasons, the displacement sensors (M7L/2 WenglorMEL
GmbH, Ecching, Germany) are mounted opposite the shakers at 45◦ angles to the main
axes. Templates not displayed in Figure 1 ensure the right alignment of all components in
reference to the compact journal and the table bore pattern. After tightening all mounting
screws, the stingers are connected and the templates are removed.

The coefficients measured with this test setup are compared in our study below with
the results of a conventional test rig. Therefore, the latter is also briefly described at
this point.

The test rig consists of an electromagnetic motor, a gear box and a short test shaft
running in high precision spindle bearings (XC71903-E) up to 90,000 rpm. The test bearing
is centered on the shaft and can move in radial directions freely. End stops on both sides of
the test bearing limit axial movement. Figure 2 shows a sectional view of the shaker and the
sensor alignment. The piezoelectric force sensors measure the relative forces between the
shakers and the outer bearing ring, while the accelerations are measured by sensors on the
opposite side. A string with a counter weight compensates the bearing weight including
the mounting and sensors weights.

Figure 2. Reference test rig used.

2.2. Experimental Procedure and Parameter Identification

The test procedure and subsequent data analysis of our self-developed test rig itself
corresponds to the publications [14–16,19,20]. The controller generates harmonic signals
for each shaker individually, which results in two different measurements per frequency re-
quired to solve the 2-dimensional equation system based on the 2-mass oscillator (Figure 3)
consisting of the bearing mass mb and the table plate mass mt stored on an air cushion. The
following equation describes only the bearing specific forces due to the bearing motion (ub)
and the table or journal motion (ut). The table plate mass mt is not required:[

mxx mxy
myx myy

]
b
· ..ub +

[
cxx cxy
cyx cyy

]
b
· .
wb−t +

[
kxx kxy
kyx kyy

]
b
·wb−t = F

with : wb−t = ub − ut and u, w, F ∈ C2x2
(2)
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Figure 3. Simplified 2D model for the data evaluation.

The measured force F as well as the acceleration ü are related to the bearing ring.
The displacement wb−t is relative between the journal (table top) and the bearing. In
case of even small displacements of the tabletop (incl. journal) ut, the motion of the
foils (wb−t,

.
wb−t) has to be taken from the displacement sensor (instead of integrating

the acceleration data). Furthermore, each harmonic sensor signal consists of constant
amplitude rln and phase information φln besides the dynamic term ej·Ω·t. Ω is the excitation
circular frequency and t the current time. As a simplification, the characteristic parameters
(rln, φln) are summarized in matrices for the relative displacement ŵb−t, the force F̂ and
the acceleration

.̂.
u: {

wxx wxy
wyx wyy

}
b−t

=

{
rw,xx·ejΩt+jφw,xx . . .

. . . . . .

}
b−t

=

{ (
rw,xx·ejφw,xx

)
·ejΩt . . .

. . . . . .

}
b−t

= ŵb−t·ej·Ω·t

and
.

w = j·Ω·w

(3)

F = F̂·ejΩt (4)
..
u =

.̂.
u·ejΩt (5)

After inserting the terms in Equation (2) and reducing ejΩt the formula shows

kb + cb·jΩ =
(

F̂−mb·
.̂.
ub

)
(ŵb−t)

−1 (6)

The Fourier transformation of the raw sensor data provides the complex values F̂,
.̂.
xb

and ŵb−t. Using swept sine instead, as described in the most publications and used in the
reference test rig, leads to a superposition of linear and non-linear amplitudes and phase
information in the response signals [21,22]. Therefore, it is important to assess all results
with the underlying distortion factors, especially because new bearing configurations with
e.g., undersprings or uneven bump heights may increase the non-linear behavior.

The evaluation method is implemented in Labview 2017 and contains a fully automatic
test modus as well as the post-processing including the calculation and presentation of
the dynamic coefficients. Each test has its own sampling rate depending on the excitation
frequency (24 samples per period) and lasts for 10 s. The post-processing removes the
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first and last part of the raw data to get the settled behavior. The graphs below are based
on data chunks of 50 periods. Afterwards the software uses a flat-top window and DFFT
to calculate the dynamic coefficients (Equation (6)). Similar to publication [14], only the
frequencies of the excitation were used. With respect to [12,17,23], the impedance test rig
has an excitation controller to get comparable results. Therefore, the experimentalist has to
set the desired target value for the force [N] or the displacement [µm]. Before starting each
measurement, the module uses a loop of sequences of immutable sine excitations followed
by a Fourier transformation to determine the new input amplitude to reach the target value.
Previous values serve as initial values. Thus, one sequence can last between 5 s to approx.
30 s to reduce the error relative to the target value below a user defined limit (here 1%).
The drawback of this relatively time consuming procedure is that the coating of the test
bearing (in this case the PTFE based coating between the leaf foils and the journal) could
wear out. To avoid significant changes in properties, there are only a few frequency steps
per parameter variation in the test results below. To check the reliability, the parameter
variations are repeated after several test sequences with other parameters. In case of the
leaf type bearing no visible drift has been discovered. Long-term tests were not carried out.

2.3. Test Bearing Description

The investigated leaf type bearing (Table 1) consists of 8 foil pairs of leaf foils (or “top
foil”) and underspring foils. Both are made of spring steel. The shaft diameter is 35.55 mm
and its width 40 mm. A teflon-based coating on the foils improves the dry friction before
lift-off. This also has a positive effect on the installation of the test bearing, as friction
between journal and leaf foils caused by the preload must be overcome.

Table 1. Parameter leaf-type bearing.

Parameter Dimension

Shaft diameter 35.5 mm
Bearing housing inner diameter 36.7 mm

Bearing length 40 mm
Foil thickness (leaf, underspring) 0.12 mm

Coating thickness 0.02 mm
Number of leaf foils 8

Foil Young’s Modulus 185 GPa (1.4310)
Foil Poisson’s ratio 0.29

Leaf foil angle app. 75◦

Underspring angle app. 38◦

relative clearance 0.0087

Without any additional static load, the bearing is expected to behave point-symmetrically.
Any further load (Figure 4) leads to an uneven deformation of the foils. In case of the shown
static force direction the foil 8 is clamped at the foils free end and the foil 2 is clamped in
the middle. Besides that, the leaf and the underspring foils do not cover multiples of 45◦.
The stiffness and damping in x- and y-direction should be different as expected.

The bearing has 4 main friction contacts (Figure 5), which can be clamped on both
sides (first detailed view) or loaded on one side (second detailed view). The undersprings
are in contact with the outer ring at least one more time in addition to the fixed position
(last detailed view) and have a damping effect here due to the friction. The leaf foils are
also supported at least twice on the undersprings (one end is fixed and thus blocked in
movement). Thus, a leaf foil has at least 4 friction contacts, the previously discussed contact
between the journal and the running film is already included. The figure also shows the
presumed evasive movement of the foils when the journal and bearing move relative to
each other. With the form of motion present on the test rig, all contacts should therefore
rub against each other at the same time. Due to the different angles between the evasive
movements, however, different blocking forces for each contact are to be expected.
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3. Results

The tests described below show the influence of the static loads (0.4 to 1 kg per axis),
the difference in controlling (force or displacement) and the stick-slip effects. The first
attempt to identify the right parameters is displayed in the hysteresis curves in Figure 6
and the stiffness data in Figure 7. The hysteresis curves contain the measured raw data of
one measurement without any windowing or Fourier transformation. To avoid random
measurement errors 50 periods where superimposed and averaged. Each point thus
represents the averaged force and displacement that were present at the same time within a
period. The frequency band (100 Hz to 500 Hz) was divided into 60 steps as a compromise
between measurement duration and frequency resolution. The selection of hysteresis
curves in Figure 6 is limited to the frequencies where changes are visible. In order to
find suitable start parameters, the force amplitude was increased until the first uniform
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oscillations were present in the lower frequency range (10 N). A more detailed description
can be found in Appendix A.

Figure 6. Cont.
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Figure 6. Averaged hysteresis curves (xx-direction) showing the dependency of force (ca. 11.1 N
static load) from 147 Hz to 405 Hz (a–h).

At 10 N and a static load of ca. 11.1 N, friction between 161 Hz (squeezed ellipse)
and 168 Hz (straight line) starts to completely block the foil movement (see the collapse
of the hysteresis curve). This blocking leads to a stiffer bearing and increases the eigen-
frequency. If the force is slightly above the static friction, sudden stiffness jumps due to
the break free (followed by consecutive stick-slip effects) occur, causing non-linear vibra-
tions. Furthermore, it should be noted that this extreme small movements can hardly be
detected by the sensors and are overshadowed by noise (despite averaging). This is why
the ideal elliptic hysteresis curves become more and more deformed as the force amplitude
decreases or the frequency increases, i.e., the ratio of inertia force to force increases—so the
displacement amplitude decreases, even if the force keeps constant. The stiffness curves
in Figure 7 sum up the behavior quite accurate. Continuous curves are measured up to
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the individual blocking frequency, followed by large jumps. The difference between the
force levels is particularly visible in x direction. The maximal values are greater and the
stiffness decreases significantly at higher force amplitudes. Thus, it is absolutely necessary
to define a minimum force or displacement amplitude to avoid big distortion factors dln of
each direction. Distortion factors describe the impact of super harmonic vibrations on the
signal [24]:

(dln =)d =

√
I2 − I2

1

I2 with I =
√

I2
1 + I2

2 + I2
3 + . . . and l, n ∈ {x, y} (7)

Figure 7. Force-controlled pre-tests: 10 N (top), 12 N (center), 15 N (bottom).

In case of sinusoidal (harmonic) curves, the root-mean-square I (index is equal to
order of super harmonics) depends linearly on the amplitude î [24]; this also counts for the
amplitudes r in the sensor signal parameters F̂, ûb, ŵb−t:

I =
î√
2

with î ∈
{

rF,ln, rü,ln, rw,ln
}

and l, n ∈ {x, y} (8)
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The comparison of the hysteresis curves of 12 N and 15 N at 161 Hz as well as the
distortion factors dln presented in the Figure 8 show that the sharp peaks of the shape
disappear with distortion factors dln at app. 25%. The related stiffness values (15 N
force amplitudes) for distortion factors below that threshold are kxx ≈ 0.5 N/µm and
kyy ≈ 0.4 N/µm. Calculating the eigenfrequency of the test bearing (mass of all moving
parts: 350 g)

f =
Ω
2π

=
1

2π

√
k
m

(9)

Figure 8. Distortion factors dln of the pre-tests (11.1 N static load).

Leads to a frequency range right below 200 Hz (Figures 7 and 8). Herein, the phase
difference of force and motion decreases and the sign subsequently reverses (see tilting
of the hysteresis curves in Figure 6). Due to its self-reinforcing nature, this area should be
examined carefully.

As a consequence of these findings, Figure 9 displays only the acceptable range from
app. 200 Hz to 350 Hz. The stiffness remains almost constant in this range, while the
damping shows a quadratic curve (see dotted regression curves and related equations).
The stiffness and damping in y direction are nearly 0.2 N/µm and 80 Ns/m (200 Hz) to
400 Ns/m (350 Hz) larger than in x direction. Additional measurements with displacement
controlling (Figures 10 and 11) induce slightly decreasing stiffness (linear) and damping
curves (x−1). The regression curves for these diagrams are calculated from data averaged
from three successive measurements with a static load of app. 8.3 N. The stiffness kxx has
nearly the same gradient and value (app. 0.1 N/µm deviation) for app. 5.5 N up to 11.1 N
static load whereas kyy depends greatly on the static load. At 200 Hz the difference between
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5.5 N to 8.3 N and 8.3 N to 11.1 N is app. 0.1 N/µm each. Until 360 Hz this difference
halves. The same observation is notable for the damping. The deviation of cyy for 5.5 N to
8.3 N and 8.3 N to 11.1 N is about twice (app. 100 Ns/m) as large as for cxx.

Figure 9. Dynamic coefficients with friction factors below 25% (200 Hz–350 Hz); 15 N dynamic force amplitude; 11.1 N
static load.

The variance of the data points (e.g., in Figure 9) are mainly due to the error in
controlling the force amplitude (see variance of force amplitude between 14.7 N to 15.2 N in
Figure 12). However, it must be noted that each measured point in the diagrams depends
on several boundary conditions that could force the non-linear system to behave completely
differently! Strictly speaking, these data points can therefore not be approximated with
gradients. It is noticeable, however, that despite non-linearity and despite the discussed
influencing parameters, trends are reflected in the measured data (see fitted curves).
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Figure 10. Stiffness: Displacement controlled (20 µm); changing static loads between app. 5.5–13.9 N.

Figure 11. Damping: Displacement controlled (20 µm); changing static loads between app. 5.5–13.9 N.
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Figure 12. Main force amplitude (top) and displacement amplitude (bottom) of measured sensor data of pre-tests with
11.1 N static load and 15 N force amplitude (only synchronous).

Figures 13 and 14 display data collected while changing the target value from 6 µm to
20 µm. The small displacement amplitudes lead to high distortion factors (similar to the
discussed force control) shown in Figure 15 whereas 14 µm and 20 µm have a similar non-
linear vibration behavior. It is noticeable that greater displacements cause lower stiffness
(ca. 0.2 N/µm) and damping values (ca. 250 Ns/m). The reasons may be initial forces
inside the foils (reduced normal forces), a non-linear behavior of the coating between the
journal and the top foils, and a non-linear angular change of the direction of the evasive
foil movements due to the deflection of the foils (Figure 5). The friction itself was assumed
to be independent of speed (coulomb friction) [2].
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new controlling sequences (see error discussion of controller).



Machines 2021, 9, 15 15 of 22

Machines 2021, 9, x FOR PEER REVIEW 16 of 23 
 

 

 
Figure 13. Influence of different displacement amplitudes on direct stiffness coefficients at 11.1 N static load; tests with 6 
µm and 8 µm were stopped due to poor control behavior (highly non-linear); repeated measurements (3 times) including 
new controlling sequences (see error discussion of controller). 

 
Figure 14. Influence of different displacement amplitudes on direct damping coefficients at 11.1 N static load; tests with 6 
µm and 8 µm were stopped due to poor control behavior (highly non-linear); repeated measurements (3 times) including 
new controlling sequences (see error discussion of controller). 

0
0.2
0.4
0.6
0.8

1
1.2
1.4

190 210 230 250 270 290 310 330 350St
iff

ne
ss

 in
 k

xx
[N

/µ
m

]

Frequency [Hz]

14 µm (3x)

20 µm (3x)

8 µm
6 µm

0
0.2
0.4
0.6
0.8

1
1.2
1.4

190 210 230 250 270 290 310 330 350St
iff

ne
ss

 k
yy

[N
/µ

m
]

Frequency [Hz]

14 µm (3x)
dashed

20 µm (3x)

8 µm6 µm

0
250
500
750

1000
1250
1500
1750
2000

190 210 230 250 270 290 310 330 350Da
m

pi
ng

  c
xx

[N
s/

m
]

Frequency [Hz]

14 µm (3x)

20 µm (3x)

8 µm
6 µm

0
250
500
750

1000
1250
1500
1750
2000

190 210 230 250 270 290 310 330 350Da
m

pi
ng

 c yy
 [N

s/
m

]

Frequency [Hz]

14 µm (3x)

20 µm (3x)

8 µm6 µm

Figure 14. Influence of different displacement amplitudes on direct damping coefficients at 11.1 N static load; tests with
6 µm and 8 µm were stopped due to poor control behavior (highly non-linear); repeated measurements (3 times) including
new controlling sequences (see error discussion of controller).
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The changing static load has a small impact in x-direction and an obvious one in
y-direction. Loads between approx. 5.5 N and 11.1 N have a similar effect: the difference of
stiffness in x is approx. 0.05 N/µm, whereas a static load of approx. 13.9 N seems to lead to
an overload with almost no foil deflection in x-direction. The orthogonal direction is more
prone to the variation of loads and shows changes of 0.3 N/µm in stiffness. The reason lies
in the asymmetry due to static loads mentioned above. The preload causes friction and
prevents the evasive movement of the foil ends, whereas foil 8 seems to be nearly blocked
with all chosen loads the movement of foil 2 has a bigger range from freely sliding to a
disabled condition (foil numbering see Figure 4). Furthermore, higher loads tend to lead to
higher stiffness and damping values. Although the curves of approx. 5.5 N contradict this
statement, they only consist of one measurement instead of the average of at least three
measurements like the curves of ca. 8.3 N and ca. 11.1 N. In contrary, a static load of ca.
13.9 N seems to be mainly supported by the end of foil 8 and leads so to a huge difference
in x- and y-direction.

4. Discussion

However, how to compare the results obtained by a force- or displacement-controlled
test? As it turned out, calculating the loss factor for each measurement leads to a similar
trend (Figure 16). The loss factor, which is given by the relation between damping and
stiffness (Equation (1)) increases with frequency. The diagram also shows the impact of
static load which causes greater relative differences in stiffness as in damping. More preload
results in smaller values. Furthermore, the relation between displacement and friction
discussed above causes greater incline of the force-controlled result γ11.1 N, 15 N (the first
index describes the static load and the second the target value for controlling) compared to
the displacement-controlled curves γ8.3 N, 20 µm and γ11.1 N, 20 µm. The intersection point of
γ11.1 N, 15 N and γ11.1 N, 20 µm should be at 0 Hz because of the same static load condition
(11.1 N). Considering the results in Figure 16 this is plausible.

Figure 16. Comparison of loss factors (Equation (1)); first index: static load; second index: controlled force (N) or
displacement (µm) amplitude or results from different rotation speeds.

Unfortunately, there are hardly any comparable publications of experimental results
of leaf-type bearings. However, it is known that similar dimensions of bump-type bearings
for example induce loss factors of ca. 0.25 [15] and of metal mesh bearings induce loss
factors of 0.8 to 1.5 [12]. A reported experiment with bump-type dampers [18] also shows
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the above described dependencies on the displacement amplitudes, the static loads and the
frequency on the damping.

The calculated loss factors in this article are surprisingly high and should lead to a bad
lift-off. For the verification and to determine the influence of the foil-shaft contact results of
a conventional test rig were used. Figure 16 shows a reduction of the loss factor with higher
rotation speeds. Below lift-off (app. 32,000 rpm tested with app. 5.7 N) the loss factor is
between 1.6–2 and drops to 0.45–0.56 (excl. sweep start frequency) at 60,000 rpm. There is
just a small difference between the two highest speeds. The air film has stiffened up.

It should be noted that there are slight differences between both test rig setups and
the angular direction of the static load. Therefore, the loss factors calculated from the
conventional test rig and from the new one cannot be perfectly equal. This can also
be observed in the results (Figure 16), which are derived from the Figures 10 and 11.
Most similar are the results for the 0 rpm conventional test (7 N) and the displacement
controlled test γ8.3 N, 20 µm (8.3 N). It should be noted that the conventional test rig had no
displacement or force controller. Therefore, it is plausible that the results of both test rigs
show in some areas conformity (200–280 Hz: deviation < 15%) and in other areas greater
deviation. Nevertheless, both test methods show large loss factors and so predict a relative
high lift-off speed.

5. Conclusions

This study shows the influence of displacement and static force in a typical leaf-type
bearing structure with undersprings below lift-off. In case of the tested bearing structure
displacement amplitudes have significant impact on stick-slip and the blocking of friction
contacts resulting in non-linear motion responses. Therefore, slight deviations in excitation
could lead to incomparable dynamic coefficients. To reduce the error, the displacement
amplitude should be kept constant for each frequency of a measurement. The results also
show, that a prediction of the structural dynamic behavior below lift-off is not possible just
from impedance tests with lifted shaft. The loss factor is highly depending on the preload
and on the surfaces in the shaft-foil contact zones. Compared to the lifted shaft with stiff air
film the loss factor is 3 to 4 times greater. However, it has also been shown that further tests
with different coatings and preloads are necessary in order to be able to correctly simulate
and predict the bearing behavior up to lift-off. The shaft-foil contact in particular should
be investigated more specifically.

Author Contributions: Investigation, H.S.; investigation on “conventional” test rig, sketch of that
test rig, N.P.; writing, H.S., M.S.; project management, scientific consulting and paper review, M.S.
All authors have read and agreed to the published version of the manuscript.

Funding: This research was funded by BMWi/IGF, grant number 19385 BG, Provision of the leaf type
bearing, Euro-K GmbH (Cottbus, Germany). We also acknowledge support by the German Research
Foundation and the Open Access Publication Funds of Technische Universität Braunschweig.

Institutional Review Board Statement: Not applicable.

Informed Consent Statement: Not applicable.

Data Availability Statement: Data is contained within the article.

Conflicts of Interest: The authors declare no conflict of interest.

Abbreviations

app. approximately
Φ phase of signal [rad]
Ω circular frequency [rad/s]
F force [N]
I, i (RMS) current [A]



Machines 2021, 9, 15 18 of 22

b (index) related test bearing
c damping [Ns/m]
d distortion factor [-]
f frequency [Hz]
j complex number [

√
−1]

k stiffness [N/m]
m mass of moving parts [kg]
RMS root-mean-square
t time [s]
t (index) related to table/journal
u displacement [m]

w
relative displacement between

[m]
bearing and journal

xx, xy, yx, yy(index)
first letter: direction of excitation seconds
letter: direction of measurement

γ (gamma) loss factor [-]

Appendix A

This appendix serves as a supplementary explanation of the hysteresis curves, the
chosen frequencies and the choice of the force amplitudes for the force-controlled tests
under 11.1 N static load. Therefore, the following figures (Figures A1–A3) show waterfall
plots of the sensor data (windowed with flat top) between 3 s and 3.5 s in x-direction. The
data before this are neglected due to the transient effect. The offset (0 Hz) was also removed.
Finally, the harmonic (x1) and the first two super harmonics (x2, x3) were identified in
the diagrams.

The comparison of the force amplitudes between the three tests (10 N, 12 N and 15 N)
shows that the controlled amplitude could be maintained from 100 Hz to 500 Hz and
that the super harmonic amplitudes are less than app. 5% of the harmonic amplitudes.
However, there are 2 peaks in x2 (app. 200 Hz) and x3 (app. 310 Hz). The first could be
related to the eigenfrequency of the bearing (slightly below 200 Hz; see Equation (9)).

In contrast to the force signal, the super harmonic displacement amplitudes are partly
half the size of the harmonic displacement amplitudes. Furthermore, Figure A1 shows a
sudden shift at 161 Hz from uniform vibrations (with app. 7 µm) to alternately blocked
or reduced movement (around app. 2 µm). Small disturbances could be the reason for
this, which cause the contacts to break up (e.g., 181 Hz and 221 Hz). With the change to
12 N force amplitude (Figure A2), the behavior has stabilized up to 500 Hz. However,
larger fluctuations in the displacement amplitudes shortly before 300 Hz and from app.
350 Hz are noticeable and suggest partially blocked contacts. The frequencies of the
hysteresis curves in Figure 6 were selected accordingly. Figure A2 also shows almost
twice as high displacements compared to Figure A1. A further doubling occurs at force
amplitudes of app. 15 N (Figure A3). The largest values are at app. 100 Hz (app. 38 µm)
and between 201 Hz and 214 Hz (app. 35 µm). The second maximum also seems to
be linked to the eigenfrequency of the bearing. Furthermore, the amplitude curve x1 is
smoother as in Figure A2. In order to prevent critical resonance, the force amplitude was
not increased further.



Machines 2021, 9, 15 19 of 22

Figure A1. Waterfall plot of force and displacement sensor data in x-direction (11.1 N static load,
10 N force amplitude); cancelled at app. 269 Hz.
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Figure A2. Waterfall plot of force and displacement sensor data in x-direction (11.1 N static load,
12 N force amplitude).
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Figure A3. Waterfall plot of force and displacement sensor data in x-direction (11.1 N static load,
15 N force amplitude).
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